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CHROMATIC TUNER/METRONOME
 

Model 92-0 Instruction Manual
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TUNER MODE 
1. POWER 

Press and hold CD button to tum device ON/OFF. After 
Tuner is ON. you can switch between Tuner and 
Metronome functions by pressing CD button once. 
The CD button may also be used to turn Metronome 
sound ON/OFF! 

2. INPUT JACK 
Insert an instrumenl cable or professional pick-up in @. 

3 LCD DlsPLAV@ 
a. Tuning mode: 

CHROMATIC/ GU ITAR/BASSIVIOLIN/CELLO 
b. Note name 
c. Calibration 
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4. Chromaticl Guitar/Bass/Violin/Cello 
Press ® to switch the tuning mode. 

5. CALIBRATION 
Press ®, selecl pitch from 430Hz to 449Hz 
Increments are done in steps of 1Hz. 

6. FLAT 
Press @ to change the Flal Value. 

7	 INTERNAL MIC ® 
For accurate tuning make sure the Microphone is set close to 

the sound source of the instrument to be tuned. When the 

Input Jack is engaged the Microphone function will be inactive. 

While in Tuning Mode the Microphone function is always active! 

8. TUNING INDICATOR LAMPS CD 
Tune until the middle indication (green) lamp, lights. If the left 

indication (red) lamp lights the intonation is 10w(f1at). If the 

right indication (red) lamp lights the intonation is high (sharp). 

9. TONE GENERATOR 
Press ® button to activate tuning pitch Aat 440Hz. 
Press ® to change the pitch. 
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METRONOME MODE
 
1. AUDIBLEBEAT 

Press ®, button to turn the Audible Beat ON/OFF 

2. TEMPO 
Press ®,button to set and adjust Tempo range of 
30-230bpm. 

3. METER 
Press ® button to set Meter:
 

-/4,1/4,2/4,3/4,4/4,3/8,6/8
 
4. NOTE VALUE 

Press@ , set Note Value: J , .IJ ,ill, ~ , m;I 

5. POWER 
Press and hold CD button to tum device ON/OFF. After 
Tuner is ON. you can switch between Tuner and 
Metronome functions by pressing CD button once. 
The CD button may also be used to turn Metronome 
sound ON/OFF! 

REMARKS 
1. The item is made of PC and IC high-stability digital circuitit 

functions in atemperature range of 32°F -1 Q4
0F. Due to 

electrical mal-function the item should not be used in 
low-humidity. 

2. To avoid battery acid leakage and corrosion do not mix or use 
expired batteries. Do not leave expired batteries in the battery 
terminal. Be aware of battery usage-life and replace when 
necessary. 

SPECIFICATIONS 
• Tuning: 12 not equal-tempered 
• Tuning modes:CHROMATIC/GUITAR/BASSNIOLIN/CELLO 
• Detecting range:BO(30.9Hz)-C8(4186Hz) 
• Reference tone:AO-C8 
• Calibration accuracy: ± 1 cent 
• Sound accuracy:±1 cent 
• Metronome tempo accuracy: < 1% 
• Power supply: 2 AAA batteries 3V 
• Dimensions:100mrnX68mmX12mm 
• Weigth:72g(batteries not included) 
• Included items: Manual and 2 AAA batteries 


